READYPOWER

The Genie Access Railer 300
is the latest addition to

— v
G e n I e n et | Rexquote’s comprehensive

range of access equipment.

Access - The new Genie now has a
- 300 kg basket capacity, with a
Baller 300 working height of 11.5 metres

and an outreach of 9 metres at

full height. There is a choice of two

platform sizes: 1.8 m wide by 0.75 m deep,

or a generous 2.4 m wide by 0.9 m deep. Each
basket has the capacity to carry two men with an
equipment allowance in excess of 100 kg.

The Genie Access Railer can be travelled and controlled from
the basket. The on rail speed with the basket stowed is 14 kph
and 2.3 kph when the basket is elevated.

The machine can tow up to 500kg using the specially developed
lightweight two-wheeled trailer. The T12 trailer as it is designated
is uniquely designed to work with the Genie making it even more
versatile.

Safety features include an Emergency Decent System,
emergency stops at operating positions, tilt alarm, automatic
basket levelling, and on and off tracking via remote pendant

control.

The machine is CE marked and has been independently
tested and approved to EN280. It is fully compliant with
RIS1530PLT.

The Genie Access Railer is on and off tracked via

a remote pendant control, which is stored in a
lockable box when not in use. One man can safely
control the machine using creep speed and steering
controls transferred to the pendant. Rail axles are
lowered independently and brakes are engaged
automatically until the machine is in rail mode.




Readypower Genie Access Railer 300
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8230 — 1.8 m x 0.76 m platform

8380 — 2.4 m x 0.9 m platform
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Speclifications

Working height

Platform height

Working outreach — 2.4 m platform
Working outreach — 1.8 m platform
Platform capacity

Height — on road wheels — platform stowed

2795 mm
Owerall length — platform stowed — 2.4m platform
........................................................................... 8.38m
Owerall length — platform stowed — 1.8m platform
........................................................................... 2.23m

Maximum travel speed — platform raised or extended

Maximum rail cant — travelling 200 mm (8%)
Maximum rail cant —working 150 mm (67}
Maximum rail gradient

Maximum road gradient

Minimum rail radius

Towing capacity

Rail wheel diameter
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